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THE THICKNESS OF BITUMINOUS MIXTURES SHOWN ON THE PLANS IS THE NOMINAL MEMBERS OF JULIE KNOWN TO BE WITHIN THE LIMITS OF THE IMPROVEMENT ARE: FED. ROAD DIST. N0.  [ILLINOIS| FED. AID PROJECT

THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH
DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE OR BASE ON WHICH
THE BITUMINOUS MIXTURE IS PLACED.

THE BITUMINOUS SURFACE OF ALL MAILBOX TURNOUTS, PRIVATE ENTRANCES, COMMERCIAL
ENTRANCES, AND SIDE ROADS SHALL BE MADE NEATLY, IN A WORKMANLIKE MANNER, AND
SHALL ACCURATELY CONFORM TO THE SHAPES AND DIMENSIONS SHOWN ON THE PLAN
DETAILS. IF REQUIRED BY THE ENGINEER, THE CONTRACTOR SHALL BE REQUIRED TO SAW
CUT THE BITUMINOUS SURFACE TO CONFORM TO THE SHAPES AND DIMENSIONS SHOWN ON THE
PLAN DETAILS. THIS WORK SHALL BE INCLUDED IN THE COST OF THE BITUMINOUS SURFACE.

THE BASE COURSE WIDENING SHALL BE CARRIED THROUGH ALL ENTRANCES, SIDE ROADS,
AND MAILBOX TURNOUTS. EXCEPTIONS WILL BE SHOWN ON THE PLANS.

BEFORE ORDERING PIPE CULVERTS OR PIPE DRAINS, THE CONTRACTOR SHALL CONSULT THE
ENGINEER FOR EXACT LENGTHS

EXCEPT AS NOTED ON THE PLANS, PAVEMENT GRADES SHOWN ARE AT THE TOP OF PAVEMENT
SURFACES.

THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR THE VARIOUS
BITUMINOUS LIFTS.

FOR STABILIZATION, ALL TYPE III BARRICADES SHALL REQUIRE A MINIMUM OF FOUR SAND
BAGS PER BARRICADE

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL BE
NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED. THE CONTRACTOR SHALL PROTECT AND
CAREFULLY PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED SURVEYOR OR AGENT HAS
WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR HAVING AN AUTHORIZED SURVEYOR REESTABLISH ANY SECTION OR
SUBSECTION MONUMENTS DESTROYED BY HIS OPERATIONS.

SEEDING SHALL NOT BE PERMITTED AT ANY TIME WHEN THE GROUND IS FROZEN, WET, OR
IN AN UNTILLABLE CONDITION. LOCATIONS TO BE SEEDED WILL BE DETERMINED BY THE
ENGINEER.

THE FINISHED EARTHWORK SHALL HAVE A VEGETATION-SUSTAINING SOIL COVERING THE TOP
FOUR INCHES IN AREAS TO BE SEEDED OR SODDED. THE VEGETATION-SUSTAINING SOIL
REQUIRED WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF
FURNISHED EXCAVATION,

ALL ELEVATIONS REFER TO U.S.G.S. MEAN SEA LEVEL DATUM

ABANDONED UNDERGROUND UTILITIES THAT CONFLICT WITH CONSTRUCTION SHALL BE
DISPOSED OF OUTSIDE THE LIMITS OF THE RIGHT OF WAY ACCORDING TO ARTICLE 202.03
OF THE STANDARD SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER. THIS WORK WILL
NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN COST OF EARTH EXCAVATION.

ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED 7O MEAN THE
EDITION AS INDICATED BY THE SUBNUMBER LISTED ON THE INDEX OF SHEETS OR THE COPY
OF THE STANDARD INCLUDED IN THESE PLANS

THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN CALCULATING PLAN
QUANTITIES:

GRANULAR MATERIALS 2. 05 TONS 7/ CU YD
BI TUMINOUS MAT PRIME COAT 0. 08 GAL 7/ SQ YD OR
0.375 | GAL 7 SQ YD

AGGREGATE PRIME COAT 0.002 | TONS / SQ YD
BI TUMINOUS RESURFACING 112 LBS 7 SQ YD / IN
SHORT TERM PAVEMENT MARKING 10 FT /100 FT OF APPLICATION
MIX FOR CRACKS, JTS & FLGWYS |0.0003 | TONS / SQ YD
LEVEL BINDER (HAND METHOD) 0. 0005 [ TONS / SQ YD
SUPPLEMENTAL WATERING 3 GAL / SQ YD / APPLICATION
CALCIUM CHLORIDE 2 LB / SQ YD / APPLICATION
TEMPORARY DITCH CHECKS 9 BALES OR

5 TONS AGGREGATE

CONTRACT NO. 66284

1. VERIZON
2. TLLINOIS POWER

THE LOCATIONS OF EXISTING WATER MAINS, GAS MAINS, SEWERS, ELECTRIC POWER LINES,
TELEPHONE LINES AND 'OTHER UTILITIES AS SHOWN ON THE PLANS ARE BASED ON THE BEST
INFORMATION AVAILABLE, BUT THEY ARE NOT GUARANTEED. ALL UTILITY LOCATIONS
SHOWN ARE SUPPLIED BY THE UTILITY COMPANIES. [T IS THE CONTRACTORS
REPONSIBILITY TO ASCERTAIN THEIR EXACT LOCATION FROM THE UTILITY COMPANIES AND
BY FIELD INSPECTION.

ENGLISH UNITS OF MEASUREMENT SHALL GOVERN OVER AND SUPERSEDE ANY METRIC UNITS
SHOWN IN THIS CONTRACT. WHERE INCLUDED, METRIC UNITS ARE FOR INFORMATION ONLY

THE REMOVAL OF GUARDRAIL TERMINAL SECTONS SHALL BE INCLUDED IN THE UNIT PRICE
PER FOOT FOR GUARDRAIL REMOVAL.

AGGREGATE (PRIME COAT); FA 20 MAY BE USED IN ADDITION TO THE GRADATIONS LISTED
IN THE 3RD PARAGRAPH OF ARTICLE 1003.03(c) OF THE STANDARD SPECIFICATIONS.

COMMITMENTS:

COMMITMENTS ARE NOT TO BE ALTERED WITHOUT THE WRITTEN APPROVAL OF ALL PARTIES
TO WHICH THE COMMITMENT WAS MADE.
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